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Smart Meter Shielding Kit Installation 

Simply locate the Smart Meter on the outside wall of your 

home and install the kit as described below: 

1) Locate your smart meter, Figure 1 

 
2) Clean and dry the exterior of the glass, especially on the 

bottom. Use only a damp cloth. 

3) Hold the larger Velcro® strip on the bottom of the smart 

meter glass and trim any excess which protrudes from the 

front of the smart meter. Peel 

the adhesive backing and position this Velcro® strip on the 

bottom of the glass as shown in Figure 2. 

 
4) Position and adhere the smaller Velcro® strip on the top of 

the glass as shown in Figure 3. 

 

 
5) Press one short edge of the shielding fabric into the bottom 

hook material. Only cover ½ of the hook material, see Figure 

4. 

 

6) Wrap the shielding fabric snugly around the meter glass. 

Make sure the fabric extends all the way to the metal 

housing. Do not leave an uncovered gap where the meter 

glass meets its metal housing. Figure 5. 

 
7) When you are satisfied with the position of the shield, 

press it firmly into the top and bottom Velcro® strip. 

8) Trim excess shielding fabric to the desired length, see 

Figure 6. Leave a little extra fabric so it is easy to connect the 

ground cord. The excess fabric covering the face of the smart 

meter can be left in place or trimmed away. 

 
9) Connect one end of the ground cord to the shield and the 

other to a convenient place on the metal meter housing, see 

Figure 7.  

10) Wrap the Aluminum Shielding Foil around the mesh for 

added protection (not shown, will be added later). 

 

That’s all there is to it. 


